SECTION 08700

HARDWARE

PART
1
GENERAL 

1.01
SCOPE

A.
The work covered by this section includes furnishing all plant, labor, equipment, materials, and transportation necessary for repair and replacement of builder's hardware required in this project. 

1.02
REFERENCES 

American National Standards Institute, Inc. (ANSI):

A.
ANSI A156.1
Butts and Hinges.

B.
ANSI A156.2
Bored and Preassembled locks and latches.

C.
ANSI A156.6
Architectural Door Trim.

D.
ANSI A156.7
Template Hinge Dimensions.

E.
ANSI A156.14
Sliding and Folding Door Hardware.

F.
ANSI A156.16
Auxiliary Hardware.

G.
ANSI A156.18
Materials and Finishes.

H.
BHMA
Builders' Hardware Manufacturers Association:  


Directory of Certified Locks and Latches; Current Edition.

I.
DHI
Door and Hardware Institute Publications:


Recommended Locations for Builder's Hardware; Current Edition.

1.03
SUBMITTALS

A.
List of Materials:  The Contractor shall submit a certified list of materials or manufacturer's descriptive literature for all major materials proposed for use in work under this section.

B.
The Contractor shall submit manufacturer's written installation instructions.

C.
Submit schedule, shop drawings, and product data under provisions of Section 01300. 

D.
Indicate locations and mounting heights of each type of hardware.

E.
Provide product data on specified hardware.  

F.
Submit samples under provisions of Section 01300.   

G.
Submit samples of locksets illustrating style, color, and finish.  

PART
2
PRODUCTS 

2.01
MATERIALS

A.
Materials furnished under this section shall be standard products of manufacturers regularly engaged in the production of the items, and the most current design, which conforms to the requirements specified.  

B.
Hardware materials and finishes shall match the hardware being replaced or be those specified, and conform to ANSI A156.18.

2.02
AUXILIARY HARDWARE

A.
Floor Mounted Door Stops:  Shall be L12181.

B.
Wall Mounted Door Stops:  Shall be L12041.

2.03
BUTTS AND HINGES

A.
Butts and hinges shall conform to ANSI A156.1.  Hinges for metal doors and frames shall also conform to ANSI A156.7.

B.
Butts and hinges shall be type, size, and finish, which match the items being replaced.

1.
Plain Bearing Hinges:  Standard weight-plain bearing hinges shall be A8133.

2.05
DOOR TRIM

A.
Door Trim shall conform to ANSI 156.6, and be the category and finish, which matches the items being replaced.

2.07
LOCKS AND LATCHES

A.
Latch sets:  Shall be Series 4000, Grade 3, Function F75 or F76.  Latch sets shall be provided complete with knobs, roses, rose liners, rose thimbles, latch units, strikes, and fasteners.

2.08
SLIDING AND FOLDING DOOR HARDWARE

A.
BI-Folding Door Hardware:  Shall be D8622.

B.
BI-Passing Door Hardware:  Shall be D8742.

C.
Pocket Door Hardware:  Shall be D8692 for single door applications and D8722 for double door applications.

PART
3
EXECUTION 

3.01
INSTALLATION 

A.
Installation of hardware shall be accomplished in accordance with the hardware manufacturers written instructions and DHI Publication: Recommended Locations for Builders Hardware.
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