

SECTION 10820

BATH ACCESSORIES
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0.1
SUMMARY

A.
The work covered by this section includes furnishing all plant, labor, equipment, materials, and transportation necessary for repair and replacement of bath accessories builder's hardware required in this project. 
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REFERENCES

A.
Reference Standards:  The publications listed below form a part of this specification to the extent referenced.  The publications are referred to in the text by the basic designation only.

1.
Federal Specifications (Fed. Spec.):

(FS) WW-P-541/8B
Plumbing Fixtures (Accessories, Land 


Use), 1980.

(FS) L-C-780a
Curtain, Shower and Window, Plastic, 


1965, with Interim Amendment, 1970.

(FS) TT-S-001543A
Sealing Compound:  Silicone Rubber 


Base (For Calking, Sealing, and 


Glazing in Buildings and other 


Structures), 1971.

2
American Society for Testing and Materials (ASTM):

ASTM C920
Elastomeric Joint Sealants.

3
American National Standards Institute, Inc. (ANSI):

seq level4 \h \r0 Certification:

ANSI Z34.2
Certification, Self-Certification by 


Producer or Supplier, 1987.
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DEFINITIONS

A.
Supply and Delivery Only:  Include supply and delivery to site(s) FOB destination freight prepaid.  Unless otherwise specified or scheduled, unloading and handling at site is by PHA/IHA.

0.4

seq level2 \h \r0 
SUBMITTALS

A
General:  Before starting installation of any materials or equipment, submit for approval a complete list of materials and equipment to be incorporated in the work.  This list shall include catalog numbers, cuts, data sheets, and such other descriptive information as may be required.  No consideration will be given to partial lists submitted.  Approval of materials will be based on manufacturer's published data, installation and roughing-in data sheets and drawings indicating compliance with the contract documents.  Submital shall be in accordance with section 1300.

A.
Product Data:  

B.
Shop Drawings:  

C.
Quality Assurance/Control Submittals:  

D.
Certificates:  Submit manufacturer's written self certification that bath accessories meet or exceed specified requirements.
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QUALITY ASSURANCE

A.
Regulatory Requirements:  Comply with following:

1.
Accessibility:

a.
Architectural Barriers Act of 1968 as amended (42 USC 4152-4157) and HUD implementing regulations (24 CFR Part 40). 

(1)
Uniform Federal Accessibility Standards (UFAS).

b.seq level5 \h \r0 
Section 504 of the Rehabilitation Act of 1973 as amended (29 USC 794) and HUD implementing regulations 24 CFR Part 8.

c.
Fair Housing Accessibility Guidelines (24 CFR Chapter 1).

d.
Americans with Disabilities Act of 1990 (ADA) (28 CFR Part 35).
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0.1
BATH ACCESSORIES

A.
Ceramic Soap Dishes at Ceramic Tile Bathtub Surround:  See Section 09310.

B.
Metal Soap Dishes at Porcelain Steel Bathtub Surround:

2.
Recessed:  FS WW-P-541/8B, Type VI, Class 2, heavy duty satin stainless steel.

3.
Fastenings:  Plated expansion toggle or molly bolts, lead anchors or as required by existing wall conditions.
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Safety Grab Bars:    Type 304 stainless steel, minimum 32 mm  (1-1/4 inch)  OD,  maximum 38 mm  (1-1/2 inch) OD, 1.2 mm (18 gage) wall thickness in accordance with Uniform Federal Accessibility Standards (UFAS).

1.
Grab Bar Posts:  Stainless steel. 

2.
Post Flanges:  Diameter of not less than 68 mm (2-11/16 inches) with center line of screw holes located minimum 13 mm (1/2 inch) from edges of flange.
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Shower Curtains and Rods:  By Bobrick Washroom Equipment, McKinney/Parker, or Leigh Products, or approved equal:

1.
Rods:  Type 304 stainless steel, satin finish, adjustable length type to fit bathtub length, minimum 25 mm (1 inch) OD, minimum 1.0 mm (20 gage) wall thickness similar to Bobrick No. B-6107 or McKinney/Parker No. 267.

2.
Flanges:  Chrome plated cast brass or stainless steel.

3.
Shower Curtains:  FS L-C-780a, Style I, opaque, matte white vinyl 0.2 mm (0.008 inch) thick,  1 829 mm (72 inches) by 1 829 mm (72 inches) high.

e.
Curtains:  Germ proof, bacteria proof, and mildew resistant.

f.
Curtains:  Similar to Bobrick No. 204-2 or McKinney/Parker No. 268SC.
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Curtain Hooks:  Stainless steel, Type 304 or nickel plated brass wire similar to Bobrick No.  204-1 or McKinney/Parker No. 269SH.  Provide 12 hooks per curtain.
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Other Bathroom Accessories:  FS WW-P-541/8B, Type 304 stainless steel, satin finish, by Bobrick Washroom Equipment, McKinney/Parker, or Leigh Products, or approved equal:

1.
Surface Mounted:

a.
Medicine Cabinets:  Type III, Class 2, Style S, swinging door, minimum 381 mm (15 inches) wide by 610 mm (24 inches) high.  Provide complete with magnetic catch, three adjustable shelves, and full length mirror.

b.
Towel Bars:  Type IV, Class 1, square bar, 610 mm (24 inches) long.

c.
Toilet Paper Holders:  Type I, Class 1, Mounting S, Style A.

d.
Tumbler and Toothbrush Holders:  Type VI, Class 4.

e.
Lavatory Soap Dishes:  Type VI, Class 1.

f.
Robe hooks.
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Recessed:

a.
Medicine Cabinets:  Type III, Class 2, Style R, enamel painted steel, swinging door, minimum 381 mm (15 inches) wide by 610 mm (24 inches) high.  Provide complete with magnetic catch, three adjustable shelves, and full length mirror.

b.
Toilet Paper Holders:  Type I, Class 1, Style K.

c.
Lavatory Soap Dishes:  Type VI, Class 2.
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Window Curtains and Rods:  Provide over bathroom window openings.

1.
Rods:  Solid steel with brass finish, minimum 10 mm (3/8 inch) diameter.

2.
Rod Brackets:  Two brass-finished brackets with open tops and brass finish.

3.
Window Curtains:  FS L-C-780a, Style II, opaque, matte white vinyl 0.2 mm (0.008 inch) thick.

a.
Curtains :  Germ proof, bacteria proof, and mildew resistant.

b.
Size:  To fit bathroom windows.
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Joint Sealant:  Mildew resistant one-component silicone; FS TT-S-001543A, Class A; ASTM C920, Type S, Grade NS, Class 25, Uses NT, G, and A.

1.
Color:  As selected by Contracting Officer from manufacturer's standard line.
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INSTALLATION

A.
General:  Install accessories rigidly and securely to blocking in walls using methods and materials recommended by manufacturer.

1.
Locations and Mounting Heights:  As indicated or directed by Contracting Officer.

2.
Comply with Regulatory Requirements.
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Bath Accessories:  Securely install flanges for bath accessories and window curtain rods in accordance with manufacturer’s recommendations and approved Shop Drawing.

1.
Safety Grab Bars:  Install 100 mm (4 inch) by 100 mm (4 inch) perforated 1.2 mm (18 gage) galvanized steel plates at each post, flush to wall, by using toggle bolts, molly bolts, or anchors as required by conditions.

a.
After installation of wall finish, secure each grab bar flange to perforated plates through wall finish with three - 6 mm (1/4 inch) chrome plated machine screw, screwed into threaded sleeves or tee nuts welded to plates.
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Shower Curtains and Rods:  Mount flanges to existing wall with approved expansion type inserts and chrome plated or stainless steel wood screws.
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Bath Accessories at Bathroom with Porcelain Steel Surround:

1.
Metal Soap Dishes:  Mount to new porcelain enamel panels and anchored securely to existing walls using approved mechanical fastenings.

a.
Waterproof with joint sealant between surround panel and dishes.
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China Soap Dishes:  Anchor securely, using approved mechanical fastening.

3.
Safety Grab Bars:  After installation of wall panels, secure each grab bar flange to perforated plates through panels with three - 6 mm (1/4 inch) chrome plated machine screw, screwed into threaded sleeves or tee nuts welded to plates.
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