SECTION 06300

PRIVACY FENCING

PART  1  GENERAL

1.01
DESCRIPTION

A.
General: Provide all labor, materials, equipment, transportation and services required to complete all work as specified herein, indicated and/or shown on the Drawings.

B.
Work includes, but is not limited to:

1.
Patio/Deck privacy wood fencing.

C.
Related work in other sections:

1.
Chain link fencing (Section 02831).

1.02
GENERAL REQUIREMENTS

A.
The General and Special Provisions of these specifications are hereby made a part of this Section.

B.
This Subcontractor shall provide competent supervision continuously and an adequate number of skilled workmen, materials and equipment to meet the construction schedule.

C.
This Subcontractor shall coordinate his work with subcontractors performing related work so as not to interfere with or delay other work on this project.

D.
This Subcontractor shall clean up and place at areas designated by Turnkey General Contractor, any and all debris caused by his operation in such a method and manner as not to delay the Turnkey General Contractor or other subcontractors.

PART  2  PRODUCTS

2.01
MATERIALS

A.
Privacy Fencing: Shall be 1x6 No. 2 rough sawn both.  side cedar, with No. 2 2x4 s4s rails and No. 2 4x4 s4s. Treated wood posts.

PART  3  EXECUTION

3.01
INSTALLATION

A.
General: All materials, installation and workmanship shall be in accordance with manufacturer’s recommendations.

3.
Construction:

1.
Install posts at each terminal and at each side of gate; space intermediate post uniformly, not over 8-ft. O.C. maximum.  Set posts in concrete footings as shown on Drawings.  Posts shall be set plumb.

2.
Install fence boards plumb and level at top.  Nail securely to top and bottom rails.  See drawings for details.

3.
Nailing:

a.
Rails to Posts: 16 d - hot dipped galvanized.

b.
2 - SD galvanized nails top and 2 - SD bottom rail connection.

END OF SECTION

1 OF 2
PRIVACY FENCING

AFH20014/0/J

