

SECTION 15461

BATHTUB/SHOWER SURROUNDS

seq level0 \h \r0 

seq level1 \h \r0 

seq level2 \h \r0 

seq level3 \h \r0 

seq level4 \h \r0 

seq level5 \h \r0 

seq level6 \h \r0 

seq level7 \h \r0 PART  1  GENERAL

0.1
SUMMARY

A.
The work covered by this section includes furnishing all plant, labor, equipment, materials, and transportation necessary for repair and replacement of bathtub/shower surrounds required in this project. 
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REFERENCES

A.
Reference Standards: Comply with following:

1.
Federal Specifications (FS):

a.
FS TT-S-001543A - Sealing Compound:  Silicone Rubber Base (For Calking, Sealing, and Glazing in Buildings and other Structures).
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American Society for Testing and Materials (ASTM):

a.
ASTM C920 - Elastomeric Joint Sealants.
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Certification:

a.
ANSI Z34.2 - Certification, Self-Certification by Producer or Supplier, 1987.
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SUBMITTALS

A.
Product Data:  
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Shop Drawings:  

1.
Indicate proposed method of panel securing method.

2.
Templates:  Furnish plumber with templates of all openings required in wall system to accommodate new plumbing trim.
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Design Drawings:  If required, prepare and submit drawings for approval to applicable governmental agencies and obtain necessary permits and certificates for compliance when required.

D.
Samples:  

1.
Three samples of proposed wall panels for tub and shower surround.
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Quality Assurance/Control Submittals:  Submit following:

1.
Certificates:  Manufacturer's written certification that bathtub and surrounds meet or exceed specified requirements.
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QUALITY ASSURANCE 

A.
Materials:   Been in general use and satisfactorily performed for minimum of five years.  Provide Contracting Officer with list of locations where such materials have been used.

B.
Certifications:  Comply with ANSI Z34.2.

C.
Regulatory Requirements:  Comply with following:

1.
Install bathtub surrounds in accordance with applicable codes and regulations.  Should any specified items or requirements conflict with such codes and regulations, consult with Contracting Officer.
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PROJECT CONDITIONS

A.
Existing Conditions:

1.
Existing Utilities:  Protect any sewer, water, gas, electric or other pipelines or conduits uncovered during work from damage.
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Field Measurements:  Field measure each bathroom before start of fabrication.
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SCHEDULING AND SEQUENCING

A.
Scheduling:  Schedule bathtub liner and surround work in coordination with associated plumbing work installer.
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0.1
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A..
Panel System:  Prefabricated panels in solid sections and continuous to cover back and side walls of bathtub/shower.

1.
Height of Bathtub/Shower Surround:  1 500 mm (60 inches) above bathtub ledge.

2.
Contractor's Option:  One, two, or three piece back wall system.

3.
Where window is located over bathtub, install porcelain enamel on steel on full depth of returns at full length of window stool and at jambs from window stool to top of surround.

a.
Sill and Jamb System:  Not interfere with easy use of and access to window pulls, handles, screen retainers, etc.
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Access Panels:  Provide easily removable panel to provide access to tub and shower valves.  Provide panels with shallow formed edge on all four sides to receive bead of joint sealant.

5.
Method of Securing:  Not visible.
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Panels:

1.
Panels:  Retain their surface characteristics and resist wear as result of abrasion or scouring, and staining due to use of ordinary household abrasive cleaners in popular use.

C.
Fastening Devices:  As required and in accordance with panel manufacturer's instructions and accepted good industry practices and as approved by Contracting Officer.

2.
Provide expansion toggle bolts, molly bolts, nylon and other plastic anchors, lead anchors as required for existing wall conditions.
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1.
Installed Liner and Surround:  Uniform color.

a.
Color:  White.
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ACCESSORIES 

A.
Bracing Strips/Filler Material/Backer Board:  Fire retardant perlite or molded polystyrene material providing zero capillarity water resistance, and permanent insulation properties.

1.
Bracing Strips:  Fire retardant molded polystyrene material.

2.
Filler Material:  Sound deadening and cushioning material.

3.
Panel Backer Board:  Minimum 12.7 mm (1/2 inch) thick.
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Joint Sealant:  Mildew resistant one-component silicone; FS TT-S-001543A, Class A; ASTM C920, Type S, Grade NS, Class 25, Uses NT, G, and A.

1.
Color: White.
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FABRICATION

A.
Shop Assembly:  Shop assemble panels to greatest extent possible.

2.
Coordinate with bath accessories.
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0.1
EXAMINATION

A.
Site Verification of Conditions:

1.
Existing Conditions:  Examine bathrooms before beginning installation.

2.
Field Measurements:  Verify field measurements are as indicated on Shop Drawings.

3.
Do not proceed with installation until conditions are satisfactory.
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PREPARATION

A.
Protection:

1.
Protect or repair utilities damaged by operations under this Section.

2.
Protect adjacent elements from damage and disfiguration.

3.
Repair or replace damaged elements.
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Preparation:  Prepare bathtubs and surround walls as required for proper installation.
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INSTALLATION 

A.
Interface With Other Work:  Coordinate installation surround wall panel system with installation of bath accessories and plumbing work.
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Tub Surround Wall Panel System:  Integrate wall panels with existing tub or installation of new tub.

1.
Panel System:  Install as extension of bathtub in upward direction bearing configuration and function of bathtub and shower enclosure. 

a.
Verify dimensions and conditions by visiting each bathroom for work indicated and specified.

2.
Install window sill and jamb system where window is located over bathtub in manner not to interfere with easy use of and access to window pulls, handles, screen retainers, etc.

3.
Existing Walls:  Remove obstructions, encountered for installation of wall panels.

b.
Patch and repair damaged wall board surfaces, prior to panel installation. 

c.
Backer Board:  Provide new backer board between wall panels and existing walls.  Backer board shall be concrete board equivalent to durock or wonder board.
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Method of Securing Panels:  As recommended by the Manufacturer.

a.
Exposed bolts, screw heads, grommets, battens, channel moldings, or any other fastening devices not allowed.
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Access Panels:  Seal perimeter with joint sealant for waterproof joint.

6.
Joint Sealing:  Permanently seal perimeter edges between new panels and existing walls, joints between panels, joints at window sill and jamb system, and corner joint at juncture of back wall with side walls with joint sealant .
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Joint Sealants:  Apply in accordance with manufacturer's recommendations.

1.
Surfaces to be Sealed:  Clean, dry and free of any foreign matter that would degrade adhesion.

2.
Prime cleaned surfaces in accordance with sealant manufacturer's recommendations.

3.
Protect surfaces adjacent to joints by masking tape before applying sealant.  Remove tape upon finishing sealing work.
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CLEANING

A.
Cleaning:

1.
Clean surrounds after installation is completed with materials as recommended by the Manufacturer.

END OF SECTION
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